


Pump casing, Adapter, Endshields are made of close grained cast iron 

of high tensile strength.

High Tensile Brass Impeller is used to give trouble free service.

Motor windings are vacuum impregnated with synthetic varnish for 

better moisture resistance.

Superior Mechanical Seal for longer life and effective sealing against 

water leakage.

Double Shielded pre-lubricated anti-friction ball bearings are fitted at 

both ends to withstand radial and axial loads.

Better insulating materials are used so that pumpset can withstand 

high temperature rise.

Fitted with Thermal Overload Protector (TOP).

FEATURES

APPLICATIONS
Water supply for residential bungalows, garages, apartments 

& flats, dairies, hotels, laundries, clubs, hospitals etc.

Small farms, farm houses

Water circulation in solar heater systems

Small fountains, lawn sprinklers, gardens

Booster applications

Performance under standard test conditions 

Self-Priming Monoblock Pumps
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8

3550
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-
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-
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-
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-
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-
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Discharge in L.P.H.

0.37

0.37

0.75

0.50

0.50

1.00

13 x 13

25 x 25

25 x 25

3

1560

1650

2160

6

1440

1560

2160

9
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1440
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24
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720
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MDH-25B

MDH-25C
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-
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-
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-
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Discharge in L.P.H.

K.W.
Size in

mm

Head in Metres

Model H.P.

0.37 0.50 25 x 25

6

3150MDH-31

9

2980

12

2920

15

2690

18

2310

21

1710

24

1110

Discharge in L.P.H.

MDH-25B, 
25C, 26

MDL-2SP, 
4SP, 20

MDL-2 TEFC, 
4 TEFC

MDH-31

64

-

-

10200

-

-

10620
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