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7" Submersible pumpsets for 200 mm. DIA. Borewell.  (158mm. Max. Diameter) MIXED FLOW

LSR25AF Outlet size 100mm. (4”) n = 2880 rpm

Pump Type Stage K.W. H.P.

Discharge in L.P.M.

Head in Metres

0

LSR-25AF

LSR-25AF

LSR-25AF

LSR-25AF

LSR-25AF

LSR-25AF

LSR-25AF

LSR-25AF

LSR-25AF

2

3

4

5

6

7

8

9

10

3.70

5.50

7.50

9.30

11.0

13.0

15.0

18.5

18.5

5.00

7.50

10.0

12.5

15.0

17.5

20.0

25.0

25.0

28

42

56

70

84

98

112

126

140

240

26

39

52

65

78

91

104

117

130

700 1000

18

27

36

45

54

63

72

81

90

1280 1500

10

15

20

25

30

35

40

45

50

1650

6

9

12

15

18

21

24

27

30

22

33

44

55

66

77

88

99

110

14

21

28

35

42

49

56

63

70

LSR30AF Outlet size 100mm. (4”) n = 2880 rpm

Pump Type Stage K.W. H.P.

Discharge in L.P.M.

Head in Metres

0

LSR-30AF

LSR-30AF

LSR-30AF

LSR-30AF

LSR-30AF

LSR-30AF

LSR-30AF

2

3

4

5

6

7

8

4.50

7.50

9.30

11.0

13.0

15.0

18.5

6.00

10.0

12.5

15.0

17.5

20.0

25.0

29

44

58

73

87

102

116

400

26

39

52

65

78

91

104

760

18

27

36

45

54

63

72

1080

14

21

28

35

42

49

56

1350 1580

10

15

20

25

30

35

40

1750

6

9

12

15

18

21

24

22

33

44

55

66

77

88

LSR40CF Outlet size 100mm. (4”) n = 2880 rpm

Pump Type Stage K.W. H.P.

Discharge in L.P.M.

Head in Metres

0

LSR-40CF

LSR-40CF

LSR-40CF

LSR-40CF

LSR-40CF

2

3

4

5

6

5.50

9.30

11.0

15.0

18.5

7.50

12.5

15.0

20.0

25.0

34

51

68

85

102

500

30

45

60

75

90

900 1300

22

33

44

55

66

1620 1900

14

21

28

35

42

2180

8

12

16

20

24

26

39

52

65

78

18

27

36

45

54

LSR60CF Outlet size 100mm. (4”) n = 2880 rpm

Pump Type Stage K.W. H.P.

Discharge in L.P.M.

Head in Metres

0

LSR-60CF

LSR-60CF

LSR-60CF

2

3

4

9.30

13.0

18.5

12.5

17.5

25.0

37

56

74

400

34

51

68

880 1250

26

39

52

1600 1940

18

27

36

2400

12

18

24

30

45

60

22

33

44

LSR50CF Outlet size 100mm. (4”) n = 2880 rpm

Pump Type Stage K.W. H.P.

Discharge in L.P.M.

Head in Metres

0

LSR-50CF

LSR-50CF

LSR-50CF

LSR-50CF

2

3

4

5

7.50

11.0

15.0

18.5

10.0

15.0

20.0

25.0

35

53

70

88

250

33

50

66

83

660 1120

26

39

52

65

1450 1940

16

24

32

40

2400

10

15

20

25

30

45

60

75

22

33

44

55

Please select pumps in the range of discharge shown in bold figure.    
Note :

158 mm 7" Borewell Submersible Pumpsets
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